
Power I/P 230VAC/24 VDC

Power
consumption

30 watt/200
watt
(Normal/fire)

End of Line 4K7

No of zones 2 or 4

Detection O/P
supply 24 V DC

Hooter O/P
supply 24 V DC

Operating
temperature 10 °C to 40 ° C

Cabinet  Type MS

Colour Off White

Paint Powder Coating

Knock Out ZO mm

Dimension 3l0x95x230mm

Weight 4.2 kg without
battery

Operating
Humidity

95% (Non-
condensing)

 Fire Alarm Panel

Product Overview

The S IR IUS  ser ies  of  a larm systems are  the latest  generat ion of  secur i ty  product

des igned speci f ica l ly  keeping in  mind the growing need of  instant  not i f icat ion

and remote moni tor ing and heal th  moni tor ing of  secur i ty  dev ice .

Fu l ly  Conf i rm lS  2 189

Zone Wise  F i re  Faul t  LED ind icat ion

Zone Wise  Iso lat ion Faci l i ty

Auto  D ia ler  Opt ional  

Mains  on ,  system on ,  charger  on ,  v isual  ind icat ions .  Potent ia l  F ree  Contact  Fac i l i ty  

Ex ternal  s/w for  reset ,  s i lence ,  lamp test  

Ex ternal  s/w to  test  each zone f i re ,  open ,  short  s tatusmanual ly  

Inbui l t  Buzzer  16x2  l ine  LCD d isp lay

Inbui l t  Bat tery  charger  &  Battery  spaceOperates  on 230 V  50 Hz  AC 

Features

By Cyrus India Securities

 Intrusion Alarm | Fire Alarm | Autodialer | HMS | CMS | Sensors | Power Supply | Mini UPS

Technical Specification


